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Vertical Multistage Stainless Steel Pump
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PV SERIES

VERTICAL MULTISTAGE STAINLESS STEEL PUMP TYPE: PV

General Description

PV Vertical Multistage Stainless Steel Pumps are used for clean water of liquids of which chemical and physical
characteristics are similiar those of water, widely used for high buildings, plants, mining city water supply system
and irrigation.

Technical Data

a. Ambient Temperature
Maximum: +40°C

b. Liquid Temperature
Standard design: —15°C to +90°C
For hot water design: —15°C to +120°C (Optional)

c.  Min Suction Pressure
According to NPSH add 0.5m water head.

d. Electric Motor standard be supplied as:
50Hz, single phase 220V or three phase 380V, aluminium casing, IP54, classF.
60Hz, single phase 110V or three phase 220V, aluminium casing, IP54, classF.

e. Pump’s Material

Standard Supply: 304 SS
Optional Supply: 316 SS

Pump Identification Markings

PV V 8 — 50

Number of stages x 10

Designed capacity, 8m%h

Frequency std 50Hz, V = 60Hz

Vertical Multistage Stainless Steel Pump
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General Arrangement Drawing

( PV2,4 ) "em | Name Material AISIASTM
PVV2,4 1 | Electric motor
; 2 Motor base Cast iron ASTM25B
MMMM/ ! 3 Mechanical seal Tungsten Carbide/Graphite
| | - 2 4 Discharge diffuser Stainless steel 304
/. ‘ - ~ 5 | Support diffuser Stainless steel 304
s ; gl - 3 6 | Diffuser Stainless steel 304
olole / 4 7 Inducer Stainless steel 304
2 : //%//; e s 8 | Suction & discharge head | Stainless steel 304
14 s ~ ) 9 | Pump base Cast iron ASTM25B
4 10 | Bearing Tungsten carbide
B =] B 11 | Impeller Stainless steel 304
b ,,%7;_/ 8 12 | Shaft Sta?nless steel 304
; 13 | Sleeve Stainless steel 304
1] o N ;/9 14 | Cylinder Stainless steel 304
10 i ~ 15 | Coupling Alloy
Rubber parts FPM
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PV8,16 ) "eM | Name Material AISIASTM
PVV8,16 1 | Electric motor
UL : i UH 2 | Motor base Cast iron ASTM25B
| 3 Mechanical seal Tungsten Carbide/Graphite
4 Discharge diffuser Stainless steel 304
5 Support diffuser Stainless steel 304
6 Diffuser Stainless steel 304
7 Inducer Stainless steel 304
8 Suction & discharge head | Stainless steel 304
9 Pump base Cast iron ASTM25B
10 | Bearing Tungsten carbide
11 | Impeller Stainless steel 304
12 | Shaft Stainless steel 304
13 | Sleeve Stainless steel 304
14 | Cylinder Stainless steel 304
15 | Coupling Alloy
9 Rubber parts FPM
\ >
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PV32, 45, 65, 85 No | Name Material AISI/ASTM
PVV32, 45, 65, 85
1 Motor base Cast iron ASTM25B
2 Pump head Cast iron ASTM25B
3 Mechanical seal Tungsten Carbide/Graphite
4 Discharge diffuser Stainless steel 304
5 Support diffuser Stainless steel 304
6 Diffuser Stainless steel 304
7 Inducer Stainless steel 304
8 | Suction & discharge head | Stainless steel or cast iron 304 or ASTM25B
9 Pump base Cast iron ASTM25B
10 | Bearing Tungsten carbide
11 | Impeller Stainless steel 304
12 | Shaft Stainless steel 304
13 | Sleeve Stainless steel 304
14 | Cylinder Stainless steel 304
15 | Coupling Carbon steel
\_ ) Rubber parts FPM




PERFORMANCE CURVES:

50HZ 2900 rpm

n=2900rpm
Selection charts for PV centrifugal pump
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60HZ 3500 rpm
n=3500rpm
Selection charts for PVV centrifugal pump
2 4 8 12 16 2024 28 32 40 60 80 120 200 280 320 Q [IM.gpm]
2 5 10 15 20 25 30 35 45 65 85 120 170 220 310 400 Q[US.gpm]
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PARAGON PUMP COMPANY, LLC
18102 Courtney Breeze Drive

Tampa, Florida, 33647, USA

Tel :(813) 994-3356

Fax : (813) 994-1237

PARAGON PUMP (ASIA) PTE LTD
37 Kallang Pudding Road #08-08

Tong Lee Building Block B

Singapore 349315

Tel : (65) 6841-2818

Fax : (65) 6841-5988



